
PROFESSIONAL PRODUCTS FOR YACHTING

Description

Compatibility/ supports

Méthods

Directions for use

Precautions for use

Product information

Made in France* by Proyacht SARL
331, Avenue du Docteur Lefebvre - 06270 Villeneuve Loubet
Tel. +33(0) 493 229 865
Clin’Azur & Proyacht sont des marques déposées www.clinazur.com

SAFETY DATA SHEET AVAILABLE ON REQUEST FOR PROFESSIONALS USERS

Always refer to the descriptions on labels. Keep out of reach of children. 
Respect the conditions of use.
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	Nom du produit: 215
	Descriptif anglais: Protection & treatment for fabric
	Descriptif français: Nettoyant voiles et taudes
	Langue: En
	Version: Date de la version 13/10/16  V.1
	Description: - The 215 is formulated from a blend of fluorinated polymers allowing it to waterproof the fibre of all kinds of textiles, boat tops, tarpaulins, etc. - Unlike other waterproofing agents, it is the fiber itself which is made water-repellent, for longer lasting protection and prevention of the formation of halos.
	Composition: Contains n-butyl acetate, propan-2-ol, isopropanol, isopropanol
	Aspect: Liquid / alcoholic - Almond
	pH: N.A
	Densité: N.A
	Point éclair: 12°C (53.6°F)
	N°ONU: 1993
	Stockage: In its original packaging, away from fire and heat. In a ventilated, cool area.
	Conditionnements: Spray 500ml
	Compatibilité / Supports: fabrics, textiles ...
	Méthodes: - The 215 is used pure on clean, dry surface. - Spray the surface to be treated evenly and allow to dry: It is protected. - NB. Always make a test on a small area
	Précautions: Highly flammable liquid and vapour. Causes serious eye irritation. May cause drowsiness or dizziness.Before use: Always perform a test on a small surface. Avoid breathing spray. Use only outdoors or in a well ventilated area. 


