
PROFESSIONAL PRODUCTS FOR YACHTING

Description

Compatibility/ supports

Méthods

Directions for use

Precautions for use

Product information

Made in France* by Proyacht SARL
331, Avenue du Docteur Lefebvre - 06270 Villeneuve Loubet
Tel. +33(0) 493 229 865
Clin’Azur & Proyacht sont des marques déposées www.clinazur.com

SAFETY DATA SHEET AVAILABLE ON REQUEST FOR PROFESSIONALS USERS
Always refer to the descriptions on labels. Keep out of reach of children. 

Respect the conditions of use.
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	Nom du produit: 216
	Descriptif anglais: Non skid deck cleaner
	Descriptif français: Nettoyant pour pont anti-dérapants
	Langue: En
	Version: Date de la version 14/10/16  V.1
	Description: - Highly alkaline cleaning solution. - Specially formulated to remove ingrained traces of salt, dirt and grease on the non-slip decks, tarpaulins and vinyl. 
	Composition: Contains disodium metasilicate. Contains less than 5% non-ionic surfactants, EDTA and salts.
	Aspect: Liquid limpid / characteristic
	pH: >=13
	Densité: 1.028
	Point éclair: >70°C (>158°F)
	N°ONU: 3266
	Stockage: 
	Conditionnements: Jerrycan 1L / jerrycan 5L
	Compatibilité / Supports: Plastic slip surfaces, tarpaulins and artificial leather.
	Méthodes: - Dilute product in an amount of 1 liter of 216 per 10 liters of water (about 10%).- Wet the surfaces to be treated before applying the mixture with a medium or stiff brush. - Allow the product to act a few minutes then rinse thoroughly with clear water. - Do not let the product dry before rinsing
	Précautions: Dangerous product, respect the directions for use.Causes severe skins bruns and eye damage.Before use: Always perform a test on a small surface. Do not breathe spray. Wash hands after handling. 


