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Product information

Made in France* by Proyacht SARL
331, Avenue du Docteur Lefebvre - 06270 Villeneuve Loubet
Tel. +33(0) 493 229 865
Clin’Azur & Proyacht sont des marques déposées www.clinazur.com

SAFETY DATA SHEET AVAILABLE ON REQUEST FOR PROFESSIONALS USERS

Always refer to the descriptions on labels. Keep out of reach of children. 
Respect the conditions of use.
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	Nom du produit: OxyphosGel
	Descriptif anglais: Professional rust remover
	Descriptif français: Dérouillant professionnel
	Langue: En
	Version: Date de la version 24/10/16  V.1
	Description: - Acid gel formula  to remove rust from stainless steel and metals whilst passivating them to prevent new formation of rust or oxide film. - The advantage of Oxyphos Gel is to enable an accurate application, without drips or spills, even on vertical surfaces
	Composition: Phosphoric acid
	Aspect: viscous liquid / acid
	pH: <1
	Densité: 1.26
	Point éclair: N.A
	N°ONU: 1760
	Stockage: Store in the original package. In a dry, well ventilated area.
	Conditionnements: 500ml pot.
	Compatibilité / Supports: Steel and stainless steel
	Méthodes: - Apply purewith a brush or sponge to avoid splashing the product. - Leave on 10-15 minutes and rinse thoroughly with clear water. Repeat the operation if necessary. - - For encrusted rust, mechanical action is recommended.
	Précautions: Dangerous product, respect the directions for use.Causes severe skin burns and eye damage.Keep away from sources of ignition, heat and direct sunlight. 


